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FEATURES

hiniature high power designed for mounting on P.C. board

High contact rating(10-404), high shockvibration resistance
High reliability and lang life

High ternperature design "F* Class +1585°C is available.

|deal for use in contral car, air conditioner, home appliance, etc.

Cpen type, different dust cover types or sealed type

B Fecognized
ﬁ Recognized

SPECIFICATIONS
COIL RATING
RATED C0L MUIST OFERATE MUIST DROPOUT Ml i L ot POVWYER
YOLTAGE RESISTAMCE WOLTAGE WOLTAGE YOLTAGE COMSLUIMPTIOMN
() 0 +f- 10 % % OF RATED WVOLTAGE (AT +20°C)
al 28
3] 40
E| 80
D 12 160 75 Max, 10 Min. 120 Max. 0.9 Approx.
E 360 (W)
24 E40
48 2660
110 134445
12 27
A 24 120 2.0 Appros.
110 7360 85 Man. 20 Min. 12 Max. (VA
120 a040
22002410 134490
CHARACTERISTICS
Contact Arrangement oFST (1 Form A or 1 Form B);,  SPDT (1 FORM C)
Contact Matenal oilver Alloy
Contact Hesistance A0S Max.

Contact Rating (Resistive Load)

(see Figure 1)

owitching Yaltage

DCT25% Max. AL 280% Max,

Operate Time

10rms Max.

Helease Time

s Max.

Insulation Fesistance

100052 Min. (B00% DIC)

Dielectric Strength

1500% AC S0Hz, 1 minute between open contacts
1500% AC S0Hz, 1 minute between cail and contact [ "R" type 2500% ALC)

shock Hesistance

20g Approx.

“ibration Resistance

1.5mm, 10-25Hz Double Amplitude

Ambient Temperature Storage  :-55°C to 130°C Operation : -55°C to +435°C
Hurmidity 20 -85% RH
Mechanical 107
Cperation Lif
RETEHOn e Electrical  : 10° (At rated load)

Weight

220 Approx. (Open Type) 280 Approx. (Sealed Type)

[Specifications are subject to change without notice. ]
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FIGURE 1
Al UL/CSA BATING TYPE
Farm A Form B Farm C
50460 Hz S0/H60Hz 50/60 Hz
MO e MO Nl
Fesistive |10A 2404 AL a4, 240 AL 1048 2400 AL 54, 2400 AL
Tungsten [9A 2404 AL 34, 240 AL a4, 240N AL 34, 2400 AL
hp Thp,128VAC, 2hp, 24 0VAC 1/2hp 128 AL Thp 2400ALC
Coill Rating: 5-120% DC
AlH  UL/CSA RATING TYPE
Farm A Faorm B Farm
a0/ED Hz Sl/EOHz a0/ED Hz Cycles
MO M MO M
Resistive |30A 14VDC 2404ALC 304 14%DC /104 2400AC (304 14DCS 2400AC |30A 14VDC 104 240AC 100k,
Tungsten 154 1200 AC a0k
hp Thp/1E FLAM 20N 30 LRASMOFLAM 200 Thp/1E FLAM 20N 30 LRASMOFLASM 200 30K
2hpf12 FLASZADY 30 LRAMOFLAL40N 2hpf12 FLASZADY 30 LRAMOFLAL40N 30K
Coil Ratings:  5-120% DC
AIN  UL/cUL {* Pending) RATING TYPE
Farm A Farm B Farm Cycles
A0//80 Hz S0B0Hz a0//80Hz
MO MO MO MO
Resistive |40A 30WDC240%ALC 3048 30VDCZ240WAL 404 SOWDC2400AC (304 F0VDCA40AL 100k

Coil Ratings - 5 - 120%DC

ORDERING INFORMATION

Al RHC-5-DC12V F
I

MIL : CLASS "B" INSULATION 130°C
F o CLASS"F" INSULATION 155°%C

RATED WOLTAGE : 5120 DG or

MIL : OPEMN TYPE

12-22002400 AC

E  DUST COVER =EPCRY BASE=
O DUST COVER =5EPARATE COVER=
5 . SEALED TYPE =WASHABLE=

COMNTACT ARRANMGEMENT

1 FORM A
1 FORMB
1 FORMC

A
B
=

MIL  GEMERAL CAPACITY (104
H o HIGH CAPACITY (304
Mo NEW HIGH CAPACITY (40A)

R CUTPINTYPE

THMOTE . AC COILYVOLTAGE |5 DMLY AVAILABLE

WITH CUTPIMN TYPE.

Hil WITH MID PIr

RELAY MODEL
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DIMENSIONS (UNIT : mm)
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