Al10T

PIC reray

20 AMF DC MOTOR REVERSING RELAY

FEATURES

H-bridge motar reversing arrangement
amall size and light weight

Operation to 105°C ambient

Low cost and high performance

owitching rating up to 20Amp

Dust cover ar sealed type

SPECIFICATIONS
COIL RATING
EENAIEIN
RATE COIL RESISTANCE MUST OPERATE | MUST DROPOUT ¥ POVVER
VOLTAGE 0+ 10 % VOLTAGE VOLTAGE |, Taq | CONSUMPTION
(v L) AIOT-1 A10T-2 % OF RATED WOLTAGE (AT 420°C) ()
A10T-1: 50 A10T-1:7.5 A10T-1 : 0,93
12 150 425 A10T-2 - 56 A10T-2 10 120 Max | g2 0g4
CHARACTERISTICS

Contact Arrangement

2 X1 Form C (H-Bridge)

Contact Materal

ALESMNOZ (Please consult factory for ather contact materials)

Contact Fesistance

100 mee Mazx.

Contact Hatingiresistive load) 204 168%DC
=witching Yaltage 20DC
Cperate Time 5 ms Max.
Release Time 2 ms Max,

Insulation Fesistance

100RES rmin.{ 00 D)

Dielectric Strength

A00% ACHBOHz/mIn) Between open contact
A00% ACBOHzZ/mIn) Between cail and contact

shock resistance

20g Approx.

“ihration

10-40Hz, Amplitude 1.27mm.

Ambient Temperature

-A0°C to + 105°C

Mechanical : 107
COperation Life BC ?n|ca 5

Electrical - 10
Weight 349 AppTor.

[mpecifications are subject to change without notices]




A10T PIC rrr4y

ORDERING INFORMATION

A10T - 15- DC12V

RATED “OLTAGE

MIL @ DUST COVER
= . SEALED TYPE

1 0593
POWWER COMSLIMPTION ey

FELAY MODEL
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