AllD

Double Mini & Silent Type Relay

FEATURES
hiniature & light weight twin relay
Silent version Is available

Llse for car contral applications

PCE terminal in grid 1.25 - 1.27mm

sealed type is available.

SPECIFICATIONS
COIL RATING {At20°C)
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% OF RATED WOLTAGE (AT +20°C)
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CHARACTERISTICS
Contact Arrangement 2R 5PST (1 Form A), 2% oPDT (1 Form )
Contact Material oilver Alloy
Contact Resistance 100mEe hlax.
Contact Rating (Resistive Load) 204 14%DC
baximum switching Yoltage A0 DC
haximum Switching Current [Off) 304,
Cperate Time Sms Max.
Release Time Jms Max.

Insulation Fesistance

10052 Min. {500 D)

Dielectric =trength

A00% ACiBOHZ/mIn.)

shock RHesistance

bms up to 30g

Wibration (Hesistance)

Bg (10 - 200 Hz)

Ambient Temperature

-A0°C to +35°C

Humidity

S3% at 40°C

Cperation Life

Mechanical - 107

Electrical

2w 10% (At rated load)

Weight

A0 11g Approx.

A0S 17 g Approx,

[=pecifications are subject to change without notices. |
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ORDERING INFORMATION

A11D C-S1 DC12v

RATED WOLTAGE

1 0.56%Y
20 0.aWY

MIL : HAMD SOLDER
5 SEALED TYPE

AT FORM A
G 1T FORMC

CONTACT ARRAMGEMENT —

A1D - STANDARD TYPE
RELAY MODEL — ,11ps - siLenT TvPE

(lLe. ATTDC-5 DO 1A is a relay with SPDT (2], fully sealed version and 12DC )
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Al1D - STANDARD TYPE MOUNTING HOLES TERMIMNAL
ARRAMNGEMEMNT
275410 (BOTTOM YIEW
17.5Max. - 18EMox,
| o O | ;1:— E ?‘
2 § 37209 1L
Lo 1y
TITI T 0 —H‘}"j
" 0431004 2 J 4-dig, (542 i 11.2520.2
|l nsesopr o
A11DS - SILENT TYPE .
27.5Ho . 23H ng_Eg.TJ
L1 | L :l Iln ln
- |20 10 i =
IRININN! Ut U
_.__.M_.- ‘o ‘-J ___]Im AY3004 1A, T 50z






