AlT

o | Phe

FEATURES

hiniature High Power designed for quick connect terminal P.C Board and Panel Mount

High contact rating(10-404), high shockvibration resistance

High temperature design, "F" Class +185°C, is available.

High reliability and lang life

ldeal for use in control car, air conditioner,
hame appliances, etc.

Dust cover ar sealed type

B Fecognized
ﬁ Recognized

SPECIFICATIONS
COIL RATING
RATED ColL RATE MUST OPERATE | MUST DROPOUT et ST B LI PCWER
YOLTAGE | RESISTANMCE | CURREMT YOLTAGE YOLTAGE YOLTAGE COMNSUMPTION
(v DC) | © +-10% (rndy) % OF RATED WOLTAGE (At +20 °C) (W)
) 28 178.5
b Al 150
o =l 100
12 160 /5 75 Max, 10 Min. 120 Max. 0.9 Approx.
18 S0 il
24 G40 75
43 25600 19
110 13445 g
CHARACTERISTICS
Contact Arrangement SPST(1T Farm A or 1 Farm B);,  SPOT (1 Form C)
Contact Matenal oilver Alloy
Contact Resistance AlmE Max

Contact Rating (Resistive Load)

(see Figure 1)

Switching Yaltage

D 128% Max., AC 250% MAx.

Cperate Time

Typical 10ms Max.

Felease Timae

Typical Sms Max.

Insulation Fesistance

1000m S Min. (A00% DC)

Dielectric Strength

1500% AC 50Hz,1 minute between open contacts
2000% AC S0Hz 1 minute between coll and contact

shock Hesistance

20g Approx.

Yibration Resistance

1.5mm, Double amplitude 10-55Hz

Ambient Temperature

Staradge : -55°C to +130°C

Cperating @ -55°C to 485°C

Hurmnidity 20 - B5% RH
, ) =
Operation Life Mechgnmal 210 .
Electrical 107 (AL rated load)

Weight

J2g Approx. (A1T Zealed Type)

Jag Approx. [ ATTE Sealed Type)

[Zpecifications are subject to change without notices. |
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FIGURE 1
A1T UL/CSA BRATING TYPE
Form A Form B Form C
A040 He A0/80Hz 0460 He
MO MC MO M
Resistive  [104 2404 AC a4 240N AC 104 240 AC oA 2400 AC
Tungsten  [5A 240% AL 3A 240 AC BA 240 AC 34 240N AC
hp Thp 125WACT Thp 2400AC ||| 1/2hp 125VAC. Thp 2408AC

Coil Rating: 5-120% DC

A1TH UL/CSA BATING TYPE

Farm A Form B Faorm C
S0/60 Hz S0/B0Hz S0/B0 Hz Cycles
MO M MO M
Fesistive  |30A14VDCIZ40VAC (304 14VDCHO0A 240V AC J0AT4VDCIZ40VAC | 304 14YDCH 08 240 AC 100},
hp Thpf1e FLAAZDY |30 LEAAD FLASMZ0Y Thpf1h FLAM 20 A0 LRAAD FLAM 20 a0k
2hpd12 FLAZADY |30 LEAAD FLASLADY 2hpd12 FLASZADY 0 LRASMD FLALADY 0k
Coil Ratings:  5-120% DC
A1TH UL/cUL {Pending) RATING TYPE
Form A Form B Form C Cycles
50480 Hz 50460 Hz 5060
O MC MO e
Resistive  |40A 30VDCI240VAC |30A 30VDC240WALC ADA OVDCL240WAC | 304 30D CL40AL 1001

Coil Rating : 5 - 120% DC

ORDERING INFORMATION
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MIL . STANMDARD DiZ COIL
F  :HIGH TEMPERATURE DC COIL [CLASSF +155°%C)

RATED WOLTAGE: 5-120% DC

1 SMAP QUTSIDE (MOT AWAILABLE FOR "P" TYPE, ie. FRATTF)

MIL : OPEM TYPE,; C

: DUST COVER <=EPOXY BASE=,

5 @ SEALED TYPE WMWASHABLE=

A&=1FORM A&, B=1FORMB, C=1FORMC

MIL @ GEMERAL CAPACITY (104)
Bl REWS HIGH CAPACITY (404)

EUICK COMMECT TERMIMNAL FOR PAMEL MOLIMT

H: HIGH CAPACITY (S04

RELAY MODEL

DIMENSIONS (UNIT: mm)
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