A3T

FEATURES

hdiniature power designed twin relay

amall size and light weight

Low cost and high pedformance ':'313;
Fugged design
Dust cover ar sealed type %
SPECIFICATIONS
COIL RATING
RATED ColL RATED MUST OPERATE | MUST DROPOUT | MAKIMLUINM POYWER
YOLTAGE | RESISTARMCE | CURRENT WOLTAGE WOLTAGE WOLTAGE COMNSURMPTION
(v DC) 2 +-10 % (rrids) % OF RATED WOLTAGE (At +20°C) (Y]

b 0 200

12 120 1010 75 Max, 15 Min. 130 Max. 1.2 Approx.

24 430 all
CHARACTERISTICS
Contact Arrangement 1 Faorm A per relay, 1 Form © per relay
Contact Material Silver Alloy
Contact Resistance 100 mS Max,
Contact Rating (Resistive Load) MWax. Switching current 20AM5.2%. Max. steady state current 104552
Switching Yaltage DC 75Y hax,
Operate Time bms
Feleaze Time ams
Insulation Resistance 10052 Min. { 500% DC)
Dielactric S " Ja0% ACEOHZ/mIin.) Between apen contacts

lelectric strengt 1500% ACEORZ/mMIn.) Between coil and contacts
=hock Hesistance 10g Approx.
Wibration Resistance 1.27mm Double amplitude, 10-40Hz
Ambient Termperature Storage - -40 °Cto +130°C, Operatir-40°C to +85°C
Hurmidity 20-85% REH
Mechanical : 107
Cperation Life = ?n|ca .
Electrical - 107 (At rated load)

Weight 20g Approx.

[=pecifications are subject to change without notices. |
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PIC riray

ORDERING INFORMATION

A3T C1- S DCI2V F

HIGH TEMPERATURE +125 °C
RATED WOLTAGE

MIL . DUST COVER
5 o SEALED TYPE

CONTACT ARRAMGEMENT

A 1T FORM A, STATIONARY COMTACT FIG. #1
C o1 FORM G, STATIOMNARY CONTACT FIG. #1
A1 FORM A, STATIOMNARY CONTACT FIG. #2

G111 FORM G, STATIONARY COMTACT FIG. #2

RELAY MODEL

DIMENSIONS (Unit:mm)
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CONTACT ARRANGEMENT
With Stationary Contact Position
(Bottom “iew)
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