A6

FEATURES

Miniature, high-capacity power relay ideal for incarparation in non-industral

llsed with motor, transformer, lamp, heater, etc.

Creepage distance maore than 8mm

Monflammable insulating materials meet UL34%-0

Heawy duty, switching current up to 204

Fanel mount

B PR Recognized

SPECIFICATIONS
COIL RATING
RATED ColL RATED MUST OPERATE | MUST DROFOUT Pl Al LI POWER
WOLTAGE | RESISTAMCE | CLURRENT WOLTAGE WOLTAGE WOLTAGE COMNSUMPTION
(% D) £ +- 10 % () % OF RATED WOLTAGE (At +20 °C) (Y]
12 160 Fis _
70 Max, 10 Min. 110 Max. 0.9 Approx.
24 BAL 375
CHARACTERISTICS
Contact Arrangement SFPST (1 Form A);, SPDT (1 Form ©)
Contact Material Silver Allay
Contact Resistance A0 mid Max.
Contact Rating (Resistive Load) Q0ALZMWACADNVDC 1 12HP Z20WAC
owitching Yaltage AL 220 % Max.
Operate Time Tams
Felease Time 10ms

Insulation Fesistance

100052 Min. { 500% D)

Dielectric Strength

1000% ACHEOHzZ/mIn.) Between open contacts
2000 ACE0Hz/min.) Between coil and contact

shock Hesistance

talfunction: 100m/s®, Mechanical: 1000m/s®

“ibration Resis

tance

1.5mm Double amplitude, 10-55Hz

Ambient Temperature

40 °C to 470 °C

Hurmidity 45 - B5% RH
. _ -
Cperation Life MECh?”'H' & };*HII
Electrical 107 (At rated load)
Weight A0y Approx.

[=pecifications are subject to change without notices. |




A6 PIC reray

ORDERING INFORMATION
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DIMENSIONS (UNIT:mm)
—] 5.4 ag— —] G ag—
—m]|= D= Clem e
+ | C
| u] u] . 0.5 . _L = 5.5
s S W SRS } ! M_\ i Vi
I ) i
+ + * 11 [ +
17.0 M =
| N 1
!
TERMIMAL ARRAMGEMEMNT
(BOTTOM WIEW)

A

e L_}"DL“ - f, ) 3 il
1






