Housing/Blade: Thermoplastic PET, UL 94V-0

Insulation Resistance: 10/ L2 SOOVDC  min between bare wire and frame
Dielectric Strength: SmA max, SOOVAC/min between bare wire and frame

Operation Temperature: - 20°C-70°C[Humidity 15%-90%RH)

Storage Temperature: -40°C-85ClHumidity 153-90%RH)
Lead Wire: LIL Typa 24 WG

Weight: 307 g
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FEDN232812W3-81 12 8.0-13.8 19.40 10.30 47.20 2,000 340 4,08 1] PM,LLX ]
FEDN2328712W5-81 & 12 B.0-133 33.80 16.30 51.50 2,500 630 756 1] PM.LLK @
FECM232812W7-81 = 12 B.0-13.8 44,70 33.40 55.30 3,000 Lo 1212 1] PM LK Y
FBD1232812W3-81 & 12 BAi=138 530 46.40 &0.00 3,500 i.600 19.20 B PEMLLLX IE'
FED1232824W3-81 & Zd 11.0~37.6 1940 10,30 43 .20 2,000 2600 4.80 B AL AT 5 Ifl:l
FED1232824W5-81 24 11.0~17.6 33.80 16.30 51.50 2,500 300 F.20 B F.M, LK @
FEO1232824W7-81 =« I4 12.0~27.6 4470 33.40 55.30 3,000 810 19.44 B BEMLLE G}
FEO232824W3-81 = 14 12.0~27.6 50.30 46,40 w0.00 3,500 1.020 24.48 1] P.MLLE ey
FED1232848W3-81 = 48 14.0~51.8 29,40 10,30 41,20 2,000 130 6,24 8 PM LY @
FED1232848W5-81 = 4B 24.0=52.8B 1360 1530 51.50 2,500 200 9.60 B BM.LLX E}'
FED1232848W7-81 & 4B 24.0=52.8 4470 33.40 55.30 3,000 &90 33.12 B B, X [E}
FED232848W3-31 4B 24.0=52.8 5,30 46.40 &0.00 3,500 830 39.54 B B LK @}
= |f model depicts “w, auto restart protection Function built in Specifications are subject to change without nobice
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