FROS015-61

EBBLTRON

Lab-al

Housing/Blade: Thermoplastic PBT, UL 9£Y-0

Insulation Resistance: 10 . 500D bare wire and frame
Dielectric Strength: SmA max, SOOVAC/min between bare wire and frame
Operation Temperature: - 10°C-70TC [Humidity 35%-85%RH

Storage Tempaerature: -40°C-70CilHumidity 35%-85%RH)

Lead Wire: UL Type =24 AW

Weight: 26 g
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FEDS01SE0SWI-61 5 35-5.75 240 3.40 2560 31.000 Uit} 0,60 B.5 BLXY ':I_I
FEDS5015605W5-61 5 3.5=5.75 .50 750 34.50 4,000 200 1.4 B.5 RLULEY )]
FREDSO1SE0OSW T -61 - 5 15-578% 3.50 11.50 16,40 4,500 1o 1.58 8.5 BLLX.Y '.'3]
FEDSO15E1 IW3-61 12 B.D=13E 240 3.60 25.60 3,000 50 L B.5 PULKY m
FEDS015612W5-61 12 6.0-13.6 3.50 750 34.50 4,000 40 0.9%6 B.5 RULX.Y ':j'
FEDSD1SEN W61 L] 12 6.0-138 .50 11.70 40,40 5,000 130 1.56 b5 RULXY & i
FEDS015624W3-61 24 12.0-27.6 290 7.40 29.60 1.500 40 096 B5 FUXY II
FBDS015B24W5-61 24 12.0-27 6 3.50 7.50 34.50 4,000 50 1.20 g5 RUXY @
FEDSD1SE24WT-61 W 24 12.0-27.6 4 .50 .70 40,40 5,000 (i) 240 &5 FLLRY 3
# For “Slesyve” bearing version, change the "B in the madel nember e, 757 Specifications are subject to change without notice
® (Fmodel depicts*w ", auto restart profection function built in
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Airflow [CFM) unit: mmfinchj



