FBOS015-81

@@8LTRON

Labal

Housing/Blade: Thermoplostic PBT. UL S4V-0

Insulation Resistance: 10A 2 500VDC fmin between bare wire and frame
Dielectric Strength: SmA max. S00VAC ! min between bare wire and frame
Operation Temperature: - 20°C-70C(Humidity 15%-90%RHI

Storage Temperature: -40°C-B5"ClHumidity 15%-90%RH)

Lead Wire: LL T:,'pE =26 AWG DC BLOWER

Weight: 24 g
50x50x15mm

CE M & e

FEOS0 5B05W1-81 5 4.0-5.5 1.50 1.90 22.10 2.500 40 0.20 B RUX M
FEOS01 5B05WI-81 5 4.0~5.5 2.50 520 29,70 3,500 7 .35 B RUX @
FBOS015805WS-81 5 4.0-5.5 300 9.20 36.30 4,500 140 0.7 B RUX {El
FBOS0 5BO5WT-81 5 4.0-5.5 160 14.30 41,40 5,500 150 085 B FULX @
FBOS015805W3-81 3 4.0~5.3 4.20 20.70 46,00 6,500 oo 1.50 B R 3]
FEODS01 581 2W1-81 12 G.0-13.8 1.50 1.90 1210 2,500 £l 034 B FUX 0]
FEDS015812W3-81 12 G.0-138 2.50 5.20 29.70 3.500 40 0.48 B RULY @
FEDS0 581 2WS-81 12 5.0-13.8 100 9.20 36,30 4,500 a0 0.9 B RUX )|
FEDSO15812W7-81 12 G.0-13.8 3.60 14.30 41.60 5.500 (Al 132 B RULK 3
FERS015812W9-81 12 B.O~13.8 4.0 20,70 46,00 6,500 150 1.40 B FUX &
FEDSOI5812W10-81 12 G.0-138 4.90 30,30 49.20 1.500 250 3.00 B RALX 3]

Specifications ane subject to change without notice
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