FBOST1Z-81

SOeLTRON

Labsal

Housing/Blade: Thermoplastic
Insulation Resistancea: 10M L2
Dielectric Strength: SmA max. SOOVAC /min betweer
Operation Temperature; - 207 ; fi
Storage Temperature: -40°C-85ClHumidity 15%-G0%R

k;:i-g;fizﬁ_:.lr{f Type #26 ANWG DC BLOWER
o 57x57x12mm

betweean bare wire and frame
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Voltage Op.h age  AirFlow  SraticPres

il Mumeser 11 Ha
L] Lr L1 FLE)

FEDST12B0SW3-81 5 4.5-5.5 200 1.10 21.40 2,500 &0 .30 B PUX (),
FEDST12B05WS-81 5 4.0=5.5 1B0 6.0 2680 3,500 100 .50 i} PUX i,
FEDST12BOSWT-81 5 4.0-5.5 320 12,00 30.30 4,500 240 1.20 2 PLULX 3
FEOST12B12W3-81 12 10.6~13.8 200 .10 2140 2,500 &0 0.72 3 RUX (D
FEDST12B12WS-81 12 9.0-138 2.B0 6.90 26,80 3,500 70 0.Bd B X @
FEDST12B12WT-81 12 6.0-=138 3.20 12.00 30,30 4,500 110 1.32 B AR 3@
FEDST12B12W3-81 12 60-118 3.90 15.60 3610 5,500 170 204 2} Pux ()
Specifications are subject to change without notice
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