Housing/Blade: Thermoplastic PET, UL 94Y-0

Insulation Reslstance: W0M L2, SOOVDC/min between bare wire and frame
Dielectric Strength: SmA max. SOCVAC fmin between bare wire and frame
Operation Temperature: - 20°C-70°ClHumidity 15%-90%RH)

Storage Temperature: - 40°C -85 ClHumidity 153-90%RH)

lead Wire: UL Type #2464 ANG DC BLOWER

Weight: 52 g
60x60x25mm
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FEDS025B12W3-81 w 12 6.0-13.8 T.10 B.50 25.50 2,500 100 1.20 2] FUX @-
FED&02SB1ZWS-81 = 12 6.0-138 B.80 16,60 16.70 3,500 220 2 G 2] PUX [;:I
FEDSO25B12WT-81 = 12 6.0-138 10.70 2B.50 4210 4,500 400 4,50 B RUX &
FBOGOZ5B1IWS-81 = 12 60-138 14.00 40,30 49,60 5,500 450 5.40 i RUX )
FED&025B24W3-81 = 4 16.0~-27.46 Tao 8.50 15.50 2,500 Lo 1.44 8 RUX (i
FEDBO25B24WS-81 = 14 16.0~27.6 B.80 16.60 16,70 3,500 120 1.BB B RUX @
FEDG025H24WT-81 = 4 16.0~27.6 1070 26.50 42.70 4,500 200 4.80 B RUX @-
FEDS02SBAEW3-81 = 48 30.0~-52.8 7.0 B.50 25.50 2,500 50 240 a RUX I:E
FEDS025B48WS-81 = 4B I0.0-52.48 E.BD 16.60 36.70 3,500 Bl 3.84 -] FUX lzl
& |f model deplcts *& % auto restart protection function built in. Specifications are subject to change withouwt notice
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