FBDTS30-81

Housing/Blade: Thermoplastic PBT, UL 94V-0

Insulation Resistance: 10M £1, SO0V DCimin between bore wire and frame

Dielectric Strength: SmA mox SCOVAC (min between bare wire ond frome

Oparation Temparature: - 20°C-70°ClHumidity 15%-90%RH

Storage Temperature: - 40 C-85ClHumidity 15%-50%RH|

lead Wire: UL Type *24 AWG

Weight: & o DC BLOWER
75x75%30mm
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FEDT7530B12WI-81 12 G.0~13.8 5.50 110 13.00 1.500 a0 0.9 B PMLLLEY m
FED7S30B12W3-81 12 G.0~138 7.0 4,60 1740 2,000 (L] 1.32 B PM.LLEY @
FED7S308712%W5-81 w 12 6.0-138 890 7.50 3260 2,500 150 1.80 B PMLLLEY I:EI
FED7530B12WT-81  w 12 6.0-13.8 10.70 1310 3750 3000 230 2.76 B MUY @
FED7530812W9-81 & 12 60-138 12.90 17.90 41.80 3,500 160 432 B RM.LLKY IS:I
FED7530B12WI11-B1 * 12 6.0-13.8 14.30 23.30 45.90 4,000 510 6.12 E RMLLLKY @
FBD7530B24W2-81  # 24 12.0-27.6 5.50 2.20 23.00 1.500 i) 1.68 B PMLLLXY (EI
FED7530824W3-81 24 12.0=-27.6 7.20 4.60 27.40 2,000 90 .18 B PMLLLEY @
FBO7530824W5-81 24 12.0=27.6 8.90 750 32.60 2.500 1o 2.40 B PMLLLXY @
FED7530B24WT-81 4 12.0-27.8 10,70 13.10 3750 3.000 140 338 B PMLLLEY ey
FED7530B24WS-81 24 12.0-27.6 12.90 17.90 41,80 3.500 130 5.52 ] PMLLLKY €3]
FED7SI0B24WI1-81 24 12.0-27.6 14,30 330 45,90 A.000 00 T.20 B PM.LLKY &
FBRO7530848W5-81 " 48 24.0-528 890 7.50 3260 2500 a0 384 B P @
FED7530B48W7-81 w 43 24.0-528 10.70 13.10 ir50 3.000 (A1) 528 B PM.LLKY @I
FED7530B48W9-81 & 43 24.0-528 12.90 17.90 41.80 3,500 150 7.20 B PMLLLXY @
FEO7S30B848W11-81 * 43 24.0-52.8 14.30 23.30 45.90 4,000 220 10.56 B PMLLLX,Y @
® If medel deplcts s auto restant protection function built in, Specifications ane subject to change without notice
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