FBO9330-81

Housing/Blade: Thermoplostic PBT. UL 94V-0

lnsulation Resistance: 10/ L2 500VDCimin belween bare wire and frame
Dialectric Strength: SmA max, S00VAC/min between bare wire and frome
Operation Temperature: - 10°C~-70°ClHumidity 35%-85%RH)

Storage Tempearature: -40°C-70C(Humidity 35%-85%RH)

Lead Wire: UL Type #2324 ANG

Weight: 155 ¢ DCBLOWER

93x93x30mm

e M. 4 HiIEE

FRDH330812W1-61 12 6.0~134 3.0 640 3740 2,100 180 .16 B PMUKY @
FBO9330812W3-61 * 12 60-13.8 16.00 10.20 41.40 2,504 290 348 B.S PMLUEY @
FBOO330812Ws5-61 * 12 60138 19.50 19.10 44.30 3,000 490 5.88 BS P, Y @'
FEOG330824W1-61 i 12.0=-27.6 13,20 G40 3740 2,100 B0 1.92 B35 M UXY @
FEO9330824W3-61 L 24 12.0-27.6 1E.DD 10.20 41.40 2,500 140 136 B.5 AMUEY @
FEO9330824W5-61 * 24 12.0=27.6 19.50 19.10 44.30 3000 230 5.52 B.S PML LK, Y @

= For “Sleeve” bearing version, change the *B” in the medel numbser to, 5" Specifications are subject to change without notice

If model depicts "« auto restart protection function built in.
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