Housing/Blade: Thermoplestic PBT, UL 94V-0
Insulation Resistance: 10M L2 500VDC/min between bare wire and frame
Dielectric Strength: SmA max. SOOVAC /min between bare wire and frame

Operation Temperature: - 10°C-70°CHumidity 35%-85%RHI
Storage Temperature: A0°C-70"ClHumidity 35%-85%RH|
Llead Wire: UL Type *24 AWG

Weight: 164 g
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DC AXIAL FAN
120x120x25mm

FO1225812W32-61 12 6.0-138 66.10 160 33.50 1,700 180 116 BS pmuxy (1)
FOn225812W3-61 = 12 6.0=-13.8 7810 360 3740 2,000 230 L6 B.5 PMUXY 3B
FD1225812W5-61 + 12 6.0-138 93.00 450 43.30 2,400 340 4.08 BS rMUXLY (3
FO1225824W2-61 24 12.0-276  66.10 160 33.50 1,700 110 164 ES EMUXY (0D
FOU225024W3-61  + 14 12.0-27.6 78.10 160 37.40 2,000 170 4.08 BS pMUNY @
FOI225B24W5-61 = 24 12.0-276  93.00 490 43.30 2,400 280 6.72 BS PMUXY @

® For “Sleeve” bearing version, change the "B”in the model number 1o *57
® i reodle| depicts ™ & auta reitan pratection function built in.

tatic Pressure (mm-H20)
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Specificationd are swlsject to change withoul notice
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