Housing/Blade: Thermoplastic FBT, UL 24V-0

Insulation Resistance: 108 82, SO0VDC ) min between bare wire and frame
Dielectric Strength: SmA max. SOOVMAC /min between bare wire and frame
Operation Temperature: - 10°C-70°ClHumidity 35%-85%RH)

Storage Temperature: -40°C-70ClHumidity 35%-B5%RH|

Lleod Wire: UL Type #22 AW

Weight: 250 g
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FD1232B12W3-61 w 12 6.0-13.8 G440 .00 43.30 2,900 kAl 372 B.S5 EM.LLEY l:i'.l
FD1232812W5-61 L 12 &0-13.8 108,20 B70 47,30 3,300 500 6,00 B.5 BM,LLEY I:.EI
FO1232B12WT-61 = 12 6.0=13.48 122.20 10.90 30,20 1.750 & 7.0 8.5 FMLLLEY @
FO1232BZ4W3-61 - 24 12.0-27.6 Sd4.40 T.00 43,30 2,500 160 384 B.5 PM XY I:_l:l
FD1233E24WS-61 L 24 12.0~27.6 108.20 B.T0 47.30 3.300 220 5.28 B.5 BNULLE Y @
FO1232B24WT-61  # 24 12.0=-27.6 12220 10.90 50.20 3,750 284 6.72 B.S PUNLLL XY @
FD1232B4E8W3-61 w 48 24.0-55.2 94,40 F.00 43,30 2,50y 130 6.24 B.5 RMLLEY lj,:l
FOIZ32B48WS-61 = 48 I4,0-552 10820 .70 47.30 3,300 150 7.20 8,5 EMLEY (3
FD1232B48WT-61  * 48 24,0~55.2 12220 1050 50.20 3,750 180 B.64 BS FLML UL R Y @
FO1232E60WS-61 L] 18] 36.0-T72.0 153.40 14.00 54.20 4,40 I 18.0 B PLMLLL XY @
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