Housing/Blade: Thermoplastic PBT, UL 84V-0
Insulation Resistance: 10M &L, SOOVDC/min between bare wire and frame
Chelectric Strength: SmA max SOOVAC /min between bare wire and frame
Operation Temperature: - 10°C-70"CiHumidity 35%-85ZRH|
Storage Temperature: - 40°C-70C Humidity 35%-B5%RH)

« 1] i [
Lﬁ;’,‘;ﬂ'ﬁ'{}?“ HAND DC AXIAL FAN

120x120x38mm

(€ M. 4  HiIDE

FO238B12W2-61 - 12 6.0-13.8 Bd.a0 1.80 36.40 2.00D Pl 2.7 B.5 PALLLY.Y 0}
FD1238B12W3-61 & 12 6.0-13.8 10150 5.30 40.40 240D 50 4,20 B5 P LR, Y [¥1]
FD1238812WT-61 - 12 6.0=13.B 128.50 7.4a 46.30 3.000 GO0 7.20 B85 P LY {El
FD1238B24W2-61 & 24 120276 Bd, &0 .80 36.40 2.000 130 iz 8.3 P LKLY -;'_i]
FD1238824W3-61 ® 24 120-276  101.50 5.30 40,40 2,400 7o 4,08 B5 PMLLLYY @
FOD1238B24WT-61 - 24 12.0=27.5 128.50 7.90 46.30 1,000 kL] 936 B.5 FLMLLLE, Y IE:I
FD1238B48W2-61 L] 48 240552 24,40 .80 36,40 2.000 a0 384 B.5 PUNLLLEY lEl
FD1238848W3-M1 *® 45 24,0552 10150 5.30 40,40 2400 (R1i] 528 8.5 PALLLEY I’.ZI
FO1238B48WT-61 & 48 24.0~55.2 128.50 T.90 46,30 1000 190 2.12 B.5 PALLLEY IEI
s For “Sleeve” bearing version, change the "B in the model number to "5% Specifications ane subject to change without notice

If model depicts "« auto restart protection function built in,
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