FO1238-63

EOOLTRON

Hewsing/Blade: Thermoplastic PBET, UL 94Y-0

Insulation Resistance: 10M L S0DOVDC/min between bare wire and frame
Dielectric Strength: SmA max. SO00OVAC ! min between bare wire and frame
Operation Temperature: - 10°C-70°ClHumidity 35%-85%RH)

Storage Temperature: -40°C-70C [Humidity 35%-B5%RH)
i, e e DC AXIAL FAN

120x7120x38mm

(Stator Outlet Blade)

(6 M. 4 HIE

FOI2IBB1IW2-63 - 12 6.0=13.8 145.90 12.10 51.20 3,000 1500 18.00 B MUY (j}
FO123BE12WI-63 - 12 650-138 197.40 21.90 5810 4,000 2.000 2400 BS MUY @'
FD12IBBI12WS-63 & 12 60-13.8 22540 34,90 44,00 5,000 3.600 43,20 BS PM, LY 3
FO12IBB2AW2-63 - X4 12.0=27.6 141.90 12.10 51.20 3,000 &0 14.40 BS EM,UY )
FOI12IBE2AWI-E L 24 12,0276 197 40 21.90 58.10 2,000 1100 26.40 BE.5 MUY @
FO123BB24WS5-63 & 24 12.0~-27.6 249,40 34,90 &4.00 5,000 1,700 40,80 BE5 PR UK @-
FOI123EB4EW2-63 " 4B Z4.0=55.2 141.90 1210 51.20 3,000 330 15.84 BS BMUY a
FD121BE4BWI-63 L] 48 24.0-55.2 199.40 21.90 58.10 4,000 380 18.24 B,5 PMUY @'
FO1238B4EWS-63 & 48 24,0~558.2 229,40 1490 64,00 5,000 850 40,40 B.5 PMUKY @
FOI123EB4EWT-63 L 4B 24.0-55.2 2BT.20 47.60 L] 6,000 1.300 G2.40 E5 MUY @-}
= For “Sleave” bearing version, change the “B7in the model nember to "5° Specifications are subject to change without notice
» If model depicts *w auto restart protection function built in,
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