Housing: Die-cast Aluminum

Blade: Thermoplastic PBT, UL 94Y-2

Insulation Resistance: 10M L2, SOOVDCimin between bare wire and frame
Dielectric Strength: SmA mox, SOOVAC/min between bare wire ond frame
Operation Tempearature: - 10°C-70°C|Humidity 35%-85%RH)

Storage Temperature: -40C-70°ClHumidity 35%-85%RH)

Lead Wire: UL Type 22 AWG

Weight: 735 g
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FOVTSTBIIWI-61 & 12 9.0-138 21500 20,30 55.20 1,100 1,300 15.60 B PMUXY (@
FOITSIBI2WI-61 & 12 90-138 23540 23.60 58.10 3,400 1,800 21.60 B pMuURY (B
FDATSIBIIWS-61 & 12 9.0-13.8 264,60 29,40 G100 3,800 2600 11,20 B MUK &
FOITSIBZAWI-61 & 24 15.0-27.6  215.00 20,30 55.20 3,100 500 12.00 8 PMUXY (D
FOUTS1B2AWI-61 & 24 15.0-27.6 23540 23,60 SR 3,400 700 16.80 1 pMUXY (B
FOITS1BZ4WS-61 & 24 15.0=27.6  264.60 29,40 61.10 3,800 1,200 28.80 [ EMUXY @
FOUTSIB2AWT-61 4 15.0-27.6 276,70 32,00 63.00 4,000 1,400 33.60 8 EMUXY (@
FOUTS1B24WE-61 & b1 15.0~2376 311,00 40.50 6500 4,500 2,000 48.00 8 FMUKEY ]
FOITSIBABWI-61 & 48 24.0-552 21500 20,30 55.20 3,100 300 14.40 [ EMUXY (@
FOV7S1B4BWI-61 & 48 24.0-552 23540 21,60 5810 1,400 380 18.24 B pMUXY (B
FOVTS1BABWS-61 & 48 24,0~55.2  264.60 29,40 61.10 3,800 500 24.00 [ EMUXY @
FOVTSIBABWT-61 & 48 24.0-552 276,70 32,00 63,00 4,000 700 33,60 [ EMUXY (@
FOITS1B4BWO-B1 & 48 24,0~55.2 31100 40,50 65.00 4,500 900 43.20 ] EMUXY B

W model depicts “w’, auto restart protection function built in
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Specifications are subject to change without notice
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