FD2008-71
E@BETRON

Label

Housing/Blade: Thermaplastic PET, UL 94Y-0

Insulation Resistance: 100 L2, SOOVDCimin between bare wire and frame
Dielectric Strength: 3maA mox. S00VAC min between bore wire ond frome
Operation Temperature: - 10C-70°ClHumidity 35%-85%RH)

Storoge Temperature: -40°C-70CIHumidity 35%-85%RH)

Lead Wire: UL Type #28 AWG

Weight: 4 g

CE M & ] sF

Merdel Num bt

DC AXIAL FAN
20x20x06mm

FDZO0GEOSWS-F1 & 5 &.0-5.5 0.940 rio 1640 1000 a0 0.45 8.5 P (i
FO2O0GBOSWT-F1 * 5 #0~5.5 1.40 .30 agan 15,000 140 o.yo BS P 13)
FDZOOGET1ZWS-FI 12 10.8-13.2 1.20 4.60 13.ED 13,000 0 084 8.5 P (2
FDZO0GE12WT-7F1 12 10.8-13.2 1.40 5.30 1000 15,000 an 1.08 B.5 P i3]
& For “Sleeve” bearing version, change the "B”in the moded number to "57 Specilications are subject 1o changs withaut nolice
» [f model depicts "= avto restart protectien function bl in,
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