HQusinnghde: Thermcpiaaric FET, UL 94V-0

Insulation Resistance: 10M L2 SOWDC/min between bare wire and frame
Dielectric Strength: SmA max, SO0VAC/min between bare wire and frame
Operation Temperature: -20°C-70°C{Humidity 15%-S0%RH|

Storage Temperature: - A0C -85 ClHumidity 15%-90%RH)

Lead Wire: UL Type *#28 AWG

Weight: 8 g
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DC AXIAL FAN
25x%25x10mm

FD2510803W3-31 3 30-3.5 140 1.50 20,70 7.000 140 044 BCLS LA 1
FD2510803WS-81 33 3035 2.20 350 2510 10,000 230 0.74 BCLS RU 2
FOZ510803W7-81 13 30-36 250 5.70 31.00 13,000 290 0.946 B,C U 3
FO2510805W3-81 5 A4.0-55 140 1.50 £0.70 7.000 90 .45 B.CLS rU 1
FOZ510805'W3-81 5 #.0~5.5 220 350 25.10 10,000 160 0.80 BCLS rU 2
FD2510805W7-81 5 4.0~5.5 .90 570 3100 13,000 104 1.00 B.C rU 3
FO2510812W3-81 12 10.8=13.8 140 1.50 20.70 7,000 50 0.60 BC.LS rU 1
FO2510812W5-81 12 9.0-13.8 2.0 350 2510 10,000 70 084 BCLS rU 2
FDE510812WT-81 12 8.0-13.8 190 570 .00 13,000 100 1.20 B.C R 3
® [For“One Ball & One Sheeve”, “Long Life®, "Seeve” Bearing Version, change "B~ in the Specifications are subject to change without notice
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