FDI006-T1

@OOLTRON

Label

Housing/Blade: Thermoplastic FBT, UL 94V-0

Insulation Resistance: 10M {2, S00VDCimin between bare wire and frame
Dielectric Strength: SmA max, SOUVAL/ min between bore wire and frame
Operation Temperature: - 10°C-70°ClHumidity 35%-85%RH)

Sterage Temperature: - 40°C-70°C[Humidity 35%-85%RH)

Lead Wire: UL Type 728 AWG DC AXIAL FAN
30x30x06mm

Weight: S o

CE M - E3

FDI00BB05SWS-T1 5 4.0~55 1.70 1.30 11.00 6,000 120 0,60 B.5 5 o
FD3006BOSWT-71 5 40-55 2.40 2.30 27.80 8,000 200 1.00 B,5 H @
FDI00EE1 ZWS5-71 12 10.8~13.2 1.70 1.30 22.00 6,000 90 1.08 BS 5 ]
FDIOOGETIWT-T1 12 10.8~-13.2 240 230 2780 8,000 104 1.20 8,5 H ]
FDI0DEBN 2WG-71 12 10.8-13.2 3.10 150 1150 10,000 120 144 B.5 5 &

» For "Sleeve™ biaring version, change the "B in the model number to 57 Specifications are subject 1o change withaut rolice
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