FD3010-71

EOBLTRON

Label

Huuslngfmude: Thermoplastic PBT, UL 94V-0

Insulation Resistance: 10MLE SOCVDC /min between bare wire and frame
Dielectric Strength: SmA max. S00OVAC/min between bore wire and frome
Operation Temperature: - 10°C-70ClHumidity 35%-85%RH)

Storage Temperature: -40°C-70°ClHumidity 35%-85%RH)

L;:r&nldg'hu':lgf;;m Type #28 ANWG DC AXIAL FAN

30x30x10mm

e M. ¢ HE

FOI010BOSW-T1 5 4.0~5.5 2.50 .60 19.00 5,500 100 0.50 B.C.LS 5 @
FOIOVOEOSWT-T1 5 4.0-55 360 1.B0 2250 8,000 180 0,90 BCLS ] G‘.I
FDIDVDBOSWE-T1 5 2.0=55 4.30 4.50 2B8.00 9,500 200 1.00 B.CL.S ] @
FD2OVOETIWI-T1 12 108132 250 2,60 19.00 5,504 &0 072 BL.LS 5 )]
FDIOVOBEI2ZWT-TH 12 10.8=13.2 3.60 1.BD 2290 8,000 110 1.32 B.C.LS 5 @
FDI010B12W9-T1 12 10.8~13.2 4.30 4.50 218.00 9,508 120 144 B.CLS 5 @

= For "One Ball & One Sleeve”, "Long Lifle”, or *Sleeve” bearing versions, Specilications are subject 1o change without notice
change the "B” in the madel number to "CT °LY or *57 respectively.
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