FDa010-81
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Label

Housing/Blade: Thermoplastic PBT, UL 94V-0

Insulation Resistance: 10M L2 SO00VDCimin between bare wire and frame
Dielectric Srrenglh: Sma max. SO0VAC fmin between bare wire and frame
Operation Temperature: - 20°C-70CiHumidity 15%-90%RH)

Storage Temperature: -40°C-B5°C(Humidity 15%-Q0%RH)
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FIDa0 0RO 5W3-81 5 4.5=6.0 5.50 1.40 20.40 4,000 90 0.45 B.L.5 PUX 1
FC401DB05W5-81 3 4560 7.30 210 13.40 5, e 130 0.65 BL.5 PLUX F
Fad 1 0BOSW?-81 5 4560 860 1.20 2760 6,00 2320 1.10 BLS [ATE 3
FDa010812W3-81 12 90-13.48 5.50 V.40 2040 4, 00 60 0.72 BLS BULK 1
FO401081 2W5-81 12 6.0~13.8 7.30 210 23.40 5, 90 1.08 E.L.5 FU.X 2
FIDA00 081 2W7-81 12 6.0-138 B.60 1.20 2760 6,0 130 1.56 B.L.S FU.X 3
# For "Long Life” or "Sleeve” bearing versions, change the "8° in the model numbser Specifications are subject 1o change without notice
10 "L” or *5" rispectivedy.
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