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Housing/Blade: Thermoplastic PBT, UL 94V-0

Insulation Resistance: 10/ L2 SO0OVDCimin between bare wire and frame
Dialectric SH'emglh_- Sma max, SO00VAC fmin between bare wire and frame
Operation Temperature: - 20°C-70CiHumidity 15%-20%RH)

Storage Temperature: -40°C-B5°C(Humidity 15%-Q0%RH)

Lead Wire: UL Type =28 AWG

Weight: 14 g

DC AXIAL FAN
40x40x10mm
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FOa01H05W3-83 5 4.0=5.75 6.60 320 24.60 5.600 Al 0.55 B.FS 5 $
FOM010805W5-83 5 4,0=57% 810 4.50 29,10 6,700 160 .80 BF.5 5 i
FOa010812W3-83 2 6.0-138 6.EO 3320 24,60 5.600 B0 0.96 B.F.5 5 m
FO010812W5-83 12 6.0-13.8 B0 4.50 29.10 6,600 100 1.20 B.ES 3 @
FOa0 1081 2W7-83 id 6.0-138 940 6.00 13,50 7700 120 1.44 B.F.5 5 &3

» For “Fluld Lubricant” or *Sheeve” bearing versions, change the 87 in the model number Specifications are subject to change without notice
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