FD4D10-B4 'y
®

Housing/Blade: Thermoplastic PBET, UL 94Y-0

Insulation Resistance: 10M L, S0CVDC i min between bare wire and frame
Dielectric Strangth: SmA max, S00MAC/min between bere wire and fraome
Operation Temperature: -20°C-70°ClHumidity 15%-90%RH)

Storage Temperature: -40°C-85C(Humidity 15%-Q0ERH)

lead Wire: UL Type =28 ANG

Weight: 17 g DC AXIAL FAN

40x40x10mm
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FOAI0BOSWE-B4  » 5 4.0=575 7.0 4,40 8.0 G400 ao 0.40 BF L N
FDAO10BOSWS-Bd W 5 d0-575 930 6.10 3250 7. 500 130 065 B.F (1] ¥l
FD4010BOSWT-B4  » 5 4.0=5.75 10.20 r.30 35.00 8,300 160 0.80 B.F P 3
FO40T0B12W3-84 w» 12 6.0-13.48 1.70 4,40 18,10 6,400 a0 0.7 B.F P {1
FO4010B12W5-B4 » 12 6.0-128 930 6.10 312,50 71.500 70 0.84 B.F P ¥
FO4010B12W7-B4 = 12 6.0-138 1020 730 35.00 8,300 10a .20 B.F (1.1 ] 3

& ForFluid Lubricant ~isearing versian, change the "B in the model number to"F . Specifications ane subject to change withaut notice

If model depicts “+ 7 auto frestart protection function built in,
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