FDA598-81

Labal

Housing/Blade: Thermoplastic PBT, UL Q4.0
Insulation Reslstance: 10M L2 SOV DT/ min between bare wire and frame
Dielectric Strength: SmA max. SOCVAC Imin between bare wire and frame
Operation Temperature: - 20°C-70°CiHumidity 15%-90%RH)
Storage Temperature: -40°C-85"ClHumidity 15%-20%RH)
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FD510805W3-81 5 4,5=35.5 B.20 1.70 12.20 1800 140 LR BLS FUX {D
FO4510805WS-81 5 4.5~5.5 10.10 2.40 2800 4,600 180 0.50 BLS FLLX @
FO4510805W7-81 5 4.5=5.5 10.40 320 3220 5.400 260 1.30 B.LS PLLX {EI
FO4510812W3-81 12 10.8-13.8 B.20 174 1220 1,200 N .84 BLS PUX D
FO510812W5-81 12 9.0-138B 1010 240 28.00 4,600 1o 1.32 B.LS FLUX @
FD510812%W7r-81 12 9.0=13.8 10.40 3.20 3220 5,400 180 .16 BLS RULX {3]
FO510824W5-81 24 20.0-27.6 1010 240 28.00 4,600 50 1.0 BLS PUX {EI
FO510824W7-81 4 20.0-27.6 10:40 320 3220 5,400 o0 216 B.LS FLULX '@
® For“Long Life” or “Sleeve” bearing versions, change the "B” in the model number Specifications are sulbject to change withowt notice

to "L or 57 respectively,
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