Housing/Blade: Thermoplastic PRT. UL 94V-0

Insulation Resistance: 100 L2 S00VDC imin between bare wire and frame
Dielectric Strength: SmA max. SO0VAC (min between bare wire and frame
Operation Temperature: - 20°C~70C(Humidity 15%-90%RH)

Storage Temperature: - 40°C-85"CHumidity 15%-90%RH)

Lead Wire: UL Type =24 ANG

Weight: 20 g
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FO5010B05W3-81 5 4.5~5.5 7.30 V.20 21.60 3,400 20 0.45 BLS RPUX '@
FDEMOBOSWSE-81 5 4.5-5.5 9,50 2,00 26.50 4,200 130 0.65 BLS PUX {2}
FOS010B05WT-81 5 4.5~5.5 1060 .50 30.20 5,000 250 1.25 BLS PUX 3@
FDEM OBOSWI-81 9 F0-10.0 7.0 1.0 21,60 3,400 T 0.63 B.L5 PUX {i}
FD3010B05WS5-81 9 6.0-10.0 9.50 2.00 26.50 4,200 100 0.90 BLS RULX Izl
FDE01DBOSWT-81 & 6.0~10.0 10,60 .50 30.20 5.000 140 1.6 B.L3 PLUX &
FD3010B05WS-81 ] 6.0=-10.0 12.60 330 3380 5800 200 1.ED BLS RULX @
FOS010B1IW3-81 12 10.8~138 7.30 1.0 1160 3,400 &0 072 BLS RUX 1]
FD3010812W5-81 12 9.0-138 9.50 2.00 26.50 4,200 o0 1.0B BLS RULX Izl
FOS010B1IWT-81 12 .0~13.8 10,60 150 30.20 5,000 110 1.32 BLS RUX @
FD3010812W3-81 12 9.0-138 12.60 130 3380 5800 160 1.92 B.LS PLUX )
FOS010B24W3-81 24 20.0~27.6 7.30 1.0 1160 3,400 30 0.7 BLS RUX @
FDE010B24W5-81 24 20.0-27 6 9.50 2.00 26.50 4,200 50 1L.20 BLS RULX I:II
FOS00B24WT-81 24 20.0~27.6 10,60 .50 30.20 5,000 o .68 BLS PUX [6)]
# For "Long Life” or "Sleeve” bearing versions, change the "8° in the model numbser to "L or "57 nespectively. Specifications are subject to change without notice
* If model depicts "+ auto restan protection function built in,
_Rotation _Aiflow.

S0.0¢1.97y
40.0C1.57)

M—ﬂ.__
|- 300.0¢10.81%

11,040,430

unit: mm{inch}




