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Labal

Housing/Blade: Thermogplastic PBT, UL 94V-0

Insulation Resistance; 10/ L2 SO0VDCimin between bare wire and frame
Dielectric Strength: SmA max SOCVALC min between bore wire and frame
Operation Temperature: - 20°C-70°ClHumidity 15%-902RH)

Storage Temperature: -40°C-85ClHumidity 15%-90%RH)

Lead Wire: UL Type #28 AWG

Weight: 18 g
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50x50x10mm

FOS010BOSWS-83 5 40575 1010 FAL] 2310 4,000 110 0.55% B.F.5 5 o
FOSOIOEDSWT-B3 5 40-5.75 12.10 2.0 28,10 4,700 180 0.20 B.F5 5 ¥
FO5010612W5-83 12 G0-138 10,14 2.0 2300 4,000 ED 0.96 BFS 5 @
FDSOI0B12WT-B3 2 6.0-13.8 12.10 2.50 18,10 #,700 100 120 B.,F.3 5 &
FOSOI0E12WS-B3 12 6.0-13.8 IEALH 160 32.00 5,400 120 1.44 B.FS 5 3

o °F" or "5" respectively.
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For "Fluid Lubricant™ or "Sleeve” bearing versions, change the "B” in the model numbaer
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40.001,373

Specifications are subject to change without notice
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