FR5010-84

Housing/Blade: Thermoplastic PBT, UL 94Y-0

Insulation Resistance: 10M L2, SOCVDCimin between bare wire ond frame
Dielectric Strength: SmA max, S0OVAC/min between bore wire and frome
Operation Temperature: - 20°C-70CIHumidity 15%-90%RH)

Storage Temperature: - 40°C-B5°ClHumidity 15%-G0%RH)

Lead Wire: UL Type =28 AWG

Weight: 21 g
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FOSO0T0BOSW3-B4 5 4.0-5.75 12.70 3.60 29.60 4,500 100 0.50 B.F M o
FOSDIDBOSWS-B4  * 5 A0=5.75 14,80 4,40 33.00 5,600 160 0.80 B.F M &)
FOSOVOBOSWT-Bd o 5 4.0-575 16.30 5.20 15.50 6,100 210 1.05 B.F M (3
FDS0V0BIZW3-B4 12 6.0-13.8 1270 3.60 25.60 4,500 70 0.84 B.F M o
FDSOVOBTIWS-B4 12 6.0-1348 14,80 4,40 131,00 5,600 a0 1.08 B.F M i)
FOSOTOBI2WT-B4 = 12 &60-1348 16,30 5.20 15.50 6,100 110 1.32 B.F P 3
w [Foe“Fluid Lubricant "bearing version, change the *B"in the moedel numbser to®F°. Specifications are subject to change without notice
& [ rsoecheel dipicts "w %, auto nestart protection function built in,
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