Housing/Blade: Thermoplastic PBT, UL 94V-0

Insulation Resistance: 10/ 2 S00VDC min between bare wire and frame
Dielectric Strength: SmA max SO00VAC/min between bare wire and frame
Operation Temperature: - 20°C-70°ClHumidity 15%-90%RHI

Storage Temperature: -40°C -85 (Humidity 15%-20%RH)
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FD5015B05W3-81 5 4.5-5.5 B.70 .30 24.30 4,000 1o 055 B.L3 FU.X 0]
FD5015805W5-81 5 4.5~5.5 9.70 N KLiT 4,800 210 L.05 B.L3 LK &
FO5015B05W 781 5 4.5-5.5 11.10 4,00 15.50 5,600 260 1.30 B,.LS% PUX 3
FD5015812W3-81 12 B.O-138 B.70 2.30 2430 4,000 0 0.E4 BLS P @
FD5015612W5-81 12 6.0-13.8 2,70 3.10 ELE 4,800 B0 096 B.LS P @
FD5015812W7-81 12 6.0-13.8 11.10 4.00 35.50 5,600 130 1.56 BLS [ALRS &
FO5015812WH81 » 12 6.0-13.8 12.30 5.10 3940 6,400 150 1.80 B RUE (@
FD5015B24W3-81 4 12.0-27.6 B.70 130 2430 4,000 50 1.20 BL5 [ALR S @
FD5015824W5-81 24 12.0~27.6 8,70 .10 ELE 4,800 &0 1.44 BL3 RUX @
FD5015824W7-81 24 12.0-37.6 11.10 4.00 31550 5,600 BD 1.52 BLS PLLE 3@
FDS015824We-81 & 4 12.0=27.6 12.30 5.0 3940 6,400 20 216 B FUX &

® For "Long Life™ or "Sleeve” bearing versions, change the "B” in the mads] number Specifications are sebject o change without nolice
1oL or "5" respeciively,
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