FD50Z5-81

EBBLTRON

Label

Housing/Blade: Thermoglastic PBT, UL S4V-0

Insulation Resistance: 10MLL, SO0V /min between bare wire and frame
Dielectric Strength: 5mA mox. SO0VAC/min between bore wire ond frame
Operation Temperature: - 20°C-70°C(Humidity 15%-90%RH)

Storage Temperature: -A0°C=85ClHumidity 15%-90%RH)

Lead Wire: UL Type #2686 ANG

Weight: 25 g

DC AXIAL FAN
50x50x25mm

CE Rl e

FD5025812W1-81 12 B.O=-138 B8.50 .14 1430 2.500 40 0.48 BL.S RLLE )]
FOS025012W2-81 12 6.0-13.8 12.40 2.20 21,80 3,500 60 .72 BL.5 RLULX @
FD5025812W5-81 12 6.0-1318 17.80 .40 28,00 4,500 1o 1.32 BLS AR 3
FD5025812W7-81 12 6.0-13.8 21,60 4.70 33.90 5,500 20 2.52 B.LS R €]
FD5025812W9-81 - 12 6.0=-13.8 25.50 6.40 38.60 6,500 200 348 B AR =
FOS025024%W3-81 24 18.0~27 .6 12.40 .20 21.80 1,500 50 1.20 BLS RUX QD
FDS025B24W5-81 24 12,0-27 6 17,80 3,40 28,00 4,500 7a 1.68 B.LS RLLE 3
FDS025B24W7T-81 - 24 12.0-27.6 2,60 .70 3390 5,500 1o 2.64 B.LS PLLX &)
FD5025B24W39-81 E 24 12.0-27.6 25,50 6.40 38.e0 6,500 190 4.56 B LR 3]
# For "Long Lie” or "Sheeve” bearing versions, change the "B in the moded numiber Specifications ane subject to change withaut notice
b "L o 57 respectively.
# If midel depicts % auto restart protection function bl in.
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