FD&010-83

EOBLTRON

Housing/Blade: Thermoplastic PET, LIL Q4V-0

Insulation Resistance: 108 53 SO0OVDC/ min between bare wire and frame
Dielectric Strength: SmA max SOOVAL 'min between bare wire and frame
Operation Temperature: - 20°C~70°ClHumidity 15%-90%RH]

Storage Temperature: -40°C-85ClHumidity 15%-Q0%RH)
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FDEOTOBDSWI-B3 5 4.0=5.75 13.70 1.90 2510 3000 150 0.55 B.FES 5 @
FDEOIDREOSWS-BI 5 4,0-5.75% 16,10 2.50 28,60 i, Foo 1E0 090 B.F.5 S [¥1]
FD&OTHEDSWT-E3 5 4 0=575 18.40 320 32.00 4,100 300 1.50 B.F5 5 @
FDAOTOBI2WS-B3 12 6.0=13.6 16.10 2.50 28.61 3700 (R[] 1.32 B.F.5 5 @
FD&EOIORT 2WT-BY 132 6,0-11E 18,40 320 3200 4,200 140 1.68 B.F5 5 ﬁ]
& For "Fluid Lubricant® or “5legve” bearing wersions, change the "B in the model number Specifications are subject to change without notice
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