Housing/Blade: Thermoplastic PBT, UL 94V-0

Insulation Resistance: 10M 2, 500VDC/min between bare wire and frame
Dielectric Strength: SmA max. SOCVAC/min between bare wire and frome
Operation Temperature: -20°C-70"CIHumidity 15%-90%RH)

Storage Temperature: - 40°C-B5 CiHumidity 15%-30%RH|
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FO&5B05W3-83 L 4.0~575 1780 .50 M0 3,300 160 0.80 BES 5 m
FD&015B05WS-83 5 a3 0-5.75 21.20 1.50 10,00 4,000 220 1o B.F5 5 @"
FD&015B05W7-83 5 4.0~5.73 24.50 4.60 34.00 4,600 350 .75 BES 3 3
FO&O158712W3-83 12 6.0-13.8 1750 .50 4.0 3,300 BO 0,96 B.F5 5 a
FD&O1581 2WS-83 12 60138 21.20 1.50 10,00 4,000 120 Ldd B.FS 5 I'_Z!l
FORO15812W7-83 12 60138 24.B0 4.60 34.00 4,600 160 1.92 B.F5 5 G}
FDOO15B24WT-83 4 12,0-27.6 1480 4,60 14,00 4,600 90 116 B,F5 H @
® For “Fluid Lubscant™ or “Seeve” bearing versions, change the B in the moded nurmber Specifications are subject 1o change without notice
o F" or "5 respectively,
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