Housing/Blade: Thermoplastic PBT. UL 94V-0

Insulation Resistance: 1000 S00VDCimin between bare wire and frame
Diglectric Strength: Sma max. SO0VAL 'min between bare wire and frame
Operation Temperature: - 20°C-70ClHumidity 15%-90%RH)

Storage Temperature: -40°C-B5ClHumidity 15%-20%RH)
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FDEDISBI2WI-B3 12 6.0=13.8 18.10 4.30 27.60 3,500 ag 0.96 B.ES 5 o
FDe02581 2W5-83 12 6.0=13.8 2210 6.10 33.00 4,200 100 1.20 B.F5 ] @
FDE0O2SBI2WT-83 12 6.0-13.8 15,00 7.80 15.00 4,800 130 1.56 B.F5 5 3
FO&025824W3-B3 & 24 12.0-27.6 18.10 4.30 27.50 3.500 50 1.20 BES5 5 {II
FDEO5B24WE-53 = 24 12.0-27.6 2.0 6,10 32.00 4,200 &0 1.44 B.F5 H (3]
FOE025B24WT-81 " 24 12.0-27.6 25.00 7.80 35.00 4,600 70 1.58 B.ES 5 "EI

= For "Fluld Lubricant® or “Sleseve” bearing versions, change the "B° in the maodel number Specifications ane subpect to change without notlce

to "F o "5 respectively,
* [f model depicts "« auto restart protection function built in,
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Static Pressure (mm-Hz:0)
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! 300.0¢11.813

unit: mmi{inch)




