FOTO10-71

Housing/Blade: Thermoplastic PBT. LIL 94V-0

Insulation Resistance: 100602 S00OVDC min between bare wire and frame

Dielectric Strength: SmA max, SOOVAC/min between bare wire and frame
Operation Temperature: - 10°C-70CIHumidity 35%-85%RH)
Storage Temperature: -40°C-70ClHumidity 35%-85%RH)

Lead Wire: UL Type =26 AWG

Weight: 35 g
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FOT0C1 2W3-1 12 9.0=13.2 15.10 1.30 24.60 2,500 100 1.20 C.LS 5 m
FO7010C1 2WE-1 12 9.0-13.2 16.20 1.80 29.00 3,000 140 1.68 CLS 5 @
FOFO10C1 2W7-71 12 9.0-132 21.30 240 3330 3,500 210 2.52 C.L5 5 @
FOFOIOCIAWI-T &4 17.0~28.0 15310 1.30 24,64 1,500 B 1.9 LS5 ] @
FO7010C24WSE-T1 24 17.0-280 16.20 1.80 29,00 3,000 o 264 C.LS 5 lil
FO7O10CI4WT-71 4 17.0-28.0 21.30 2.40 33.30 1,500 130 12 CLS 5 @
® For“Long Life® or "Sleeve” Baaring vershons, changs the “C™ in the model numiser Specifications are subject to change withowt notice

o "L or 57 respectively,

Mﬂ. Alrflow

o
a
O
o
b

0.0

5.0

.o 5.0

20.0 28.0

70.002.78)
E1.5(2.42)

4,040 iﬁgl
300.0¢11.813

10.5¢0. 413

unit: mmfinch)



