FOTo10-81

COBLTRON
Latsl

Housing/Blade: Thermoplastic PBT, UL Q4V-0
Insulation Resistance: 10M L2 SOOVDC/min between bare wire and frame
Dielectric Strength: SmA max SOOVAC!min between bare wire and frame
Operation Temperature: - 20°C-70°ClHumidity 15%-90%RH)
Storage Temperature: -40°C~85ClHumidity 15%-90%RH]
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FO7OV0BOSWI-BY = 5 4.0-5.5 19.20 1.50 25,50 2,600 180 0,90 BLS FMLLLE 1
FD7010805W3-81 & 5 4.0=5.5 2d. 30 2.30 31.60 3,200 260 1.30 BLS PMUX P
FO:7010805WS5-81 == 5 4.0-5.5 2940 310 15.10 3,800 390 1.95 BLS PMUY 3
FO7010812W1-81 12 6.0-13.8 18.20 1.50 15.50 2,600 B0 0.96 BLS5 PMUX ]
FO700 081 2W3-81 12 E.0-13.8 24,30 2.30 31.60 3,200 140 1.68 BLS FMUX 2
FO700 081 2WE-81 12 BE.0=-1318 2040 310 15.10 3,800 20 .52 BLS PMUX 3
FO7O10BI2W7-B1 = 12 E.0-13.8 29,80 4.10 39.30 4,400 370 444 B MUK 4
# For "Long Life” or “Sleeve” bearing versions, change the "B in the model numbaer Specifications are subject 1o change without natice

o "L” or "5" respectively.
® if repaiel depicts e auto restart protection function bullt in,
® i roodiel degpicts ®w S UL and TUY approvals can be implemaented upon requiest,
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