Housing/Blade: Thermoplastic PET. UL 94V-0

Insulation Resistance: 10M 2 S00VDCimin between bare wire and frame
Dielectric Sll'angl‘h: Sma max. SOOVAC fmin belweaen bare wire and frome
Operation Temperature: - 20°C-70CiHumidity 15%-90%RH)

Storage Temperature: -40°C-B5C(Humidity 15%-Q0%RH)

Lead Wire: UL Type #26 ANWG

Weight: 37 g

CE A - IAE3

DC AXIAL FAN
70x70x10mm

FOTOIDBOSWI-B4  * 3 4.5~5.5 23.00 430 £9.60 3,200 184 .90 BF EM ()]
FOTOIOBOSWS-B4 o 5 4.5~55 2B.40 .40 315,50 3,900 100 1.50 B.F M @
FOTFOIOBI2ZW3-B4 12 6.0-13.8 23.00 2.30 259.60 3,200 120 1.44 B.F P i)
FOTOUDBIIWS-B4  # 12 6.0-13.8 18.40 340 35.50 3,900 160 192 B,F M ¥
FO7OVOBI2WT-Bd 12 60-138 11,60 4,20 18,90 4400 220 2,64 B.F P @

Fos “Fluid Lubricant * bearing version, change the “B*in the modal numbser to“F°.
w I modiel depicts ", auto restart protection function built in,
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Specifications are subject i change withaut notice
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