Housing/Blade: Thermoplastic PBT. UL 94V-0

Insulation Resistance: 10M L1 S00WDC/ min betwean bore wire and frame
Dielectric Strength: SmA max. SOOVAC /min between bare wire and frame
Operation Temperature: - 20°C-70°ClHumidity 15%-G0%RH)

Storage Temperature: -40°C-85ClHumidity 15%-90%RHI

Lead Wire: UL Type =24 AWG DC AXIAL FAN

Weight: 87 g
JOx70x25mm
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FOT025005W1-81 J 5 4055 a 2,50 16,00 2,600 1840 .90 BLS FML LY 1
FD7025805W2-81 -- 5 4.0-5.5 710 560 3160 3,200 240 1.20 BLS FM.LLK 2
FO7025805W3-81 L 5 4.0-5.5 33.50 5.00 1610 3,800 420 210 B.LS RM,UX 3
FD7025812W1-81 12 B.0=13.B 1300 2,50 26,00 2,600 100 1.20 B.LS R.MLLX 1
FOI025812W2-81 12 BO-13E X720 160 12.60 3,200 120 1,44 BLS MUK 2
FO7025812W3-81 12 EO-13E 3350 5.00 36,10 3,800 180 .16 B.LS FM,LLX 3
FO7O25812W5-81 * 12 B.0-13.8 3240 6,80 41.90 4,400 260 312 B.LS F.M, L% 4
FO7O25812W7-81 Ll 12 BED-138 dd 40 B.30 45,10 5,000 410 %92 B EMUE 5
FD7025812W39-81 w 12 ED-13E 49,90 10.50 4E.50 5,600 700 2.40 B F.M, LU -]
FOvo25824W1-81 4 12.0-27.6 22,10 2.50 26.00 2,600 o 1.63 B.LS F.M, LXK 1
FD7025824W2-81 24 12.0-27.6 X720 160 12,60 3,200 L-l8] 216 B.LS ASRTR 2
FD7025824W3-81 24 12.0-27.6 3350 500 LR ) 3,800 150 3.50 B.LS PM,UX 3
FOPO25824W5-81 * 24 12.0~27.5 19.40 6.80 41.90 4,400 210 5.04 BLS PMLLLX 4
FD7025824W7-81 L 24 12.0-27.6 44,40 830 45,10 5,000 100 7.20 B EM.UX 5
FD7025824Wa-81 - 24 12.0=-27.6 49.90 1050 48,50 5,600 400 9.50 B RM LY L]
» s “Long Life®, “Sleeve” Bearing Version, chandge “B°n the moded number to L5 *5° Specifications are subject to change without notice

® I meodhel with “« ", auto restart protection built in. f model with *s 5 the safety is pending
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