Hausiﬁgfﬂhde Thermoplastic PBI UL Q4y-0

Insulation Resistance: 10/ L2 . 500V DCimin between bare wire and frame
Dielectric Strength: SmA mox. SO0VAC/min between bore wire and frame
Operation Temperature: - 20°C-70°ClHumidity 15%-90%RH)

Storage Temperature: - 40°C-B5ClHumidity 15%-30%RH)

lead Wire: LL Type *26 AWG DC AXIAL FAN

Weight: 57 g
70x70x25mm

CE M & - @3

FO7T025805W1-82 # 5 4.0-~55 8,30 310 3180 2,600 F3L] 1.05 B FMUX 1
FRPO2SBO5W2-82 # 5 4.0-55 34,70 4,60 3B.50 3,200 T 1.85 B ALK 2
FO7025B05W3-82 o 5 4.0-5.5 35.00 6,50 42.40 3,800 510 2.35 B PMUX 3
FO7025812W1-82 12 B.O=-138 18,30 ER ] 12ED 2,600 LR ] 1.3z B PMLLLEY 1
FOO25812W2-82 12 EO-138 34.70 4.60 IB.50 3,200 140 1.68 B PMLULEY 2
FOTO25812W3-82 12 E.0=13B 15.00 6.50 42.40 3,800 2040 240 B PMLUEY 3
FO7025812W5-82 * 11 B.0=138 44,60 E.90 i6.B0 4,400 310 372 1] PMLUX i
FO7025812W7-82 * 12 EO0-13B 5400 1080 50.ED 5,000 510 6.12 B FbA UL X 5
FO7O258123Wa-82 L 12 B.0-13.8 5940 14.20 53.50 5,600 S840 6.96 B PMUK 5]
FOO25834W1 -82 a4 12.0~27.6 2B8.30 310 12B0 2,600 a0 1.92 B PMLULEY 1
FRT025824W2-82 24 12.0-27.6 34,70 4,60 1B.50 3,200 o 264 ] PALLLELY 2
FOT025824W3-82 24 12.0-27.6 39.00 6,50 4240 3,800 150 3.60 B BMUY 3
FOPO25SB24WS-82 + 24 12.0~27.6 44 60 890 46,80 4,400 200 4,80 B P, ULX 4
FD7O25824WT-82 % 24 12.0-27.6 54,00 1080 50,80 5,000 260 6.24 B PMUY 5
FD7025824W3-82 " 24 12.0~27.6 58.40 14.20 53.50 5,600 330 192 B PMUX [}

» [For “Long Life®, “Sleeve” Bearing Version, change "B°in the model number to L5 5" Specifications are subject to change without notice

® H model with *«°, auto restart protection built in. i madel with *«7, the safety is pending
Rotation Alrflow
— B et el

{mm-Hz0)
TOh.OC2. 756D
61.5¢2.42)%

ss5ure

Static Pre

=
1=
-
L]
-
F=1
4

unit: mm{inch)




