Housing/Blade: Thermoplastic PET, UL G4V-0

Insulation Resistance: 10M L2 S00V D min between bare wire and frame
Dielectric Strangth: SmA max, SOOVAC /min between bore wire and frome
Operation Temperature: - 10°C-70°ClHumidity 35%-85%RH)

Storage Temperature: -40°C-70C (Humidity 35%-85%RHI
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FOBO15BOSWI-T1 5 4.0~55 19.30 1.00 #3.80 2,000 144 [ fiel] B.C.LS 5 ﬂ:‘
FDAo15805WS-71 5 4.0-55 25,30 .70 29,40 2.500 1:01] 04940 B.CLS 5 @
FOBO15B05WT-71 5 4.0~5.5 3060 2.40 3410 1,000 Fiil] 1.30 BCLS 5 L'E'J
FDEOTSHI2WI-T1 12 10.8~13.2 1930 1.00 23.80 2.000 90 1.08 B.CLE 5 )
FOAOTSBT2WS.-T1 12 10.8-13.2 2530 .70 29,40 2,500 140 1.68 BCLS 5 @I
FOAO15B1IWT-T1 12 10.8=13.2 3060 240 34.10 1.000 L] .04 BC.LS 5 @
FOBO15B24W3-T1 4 17.0~18.0 19.30 1.00 1380 2.000 70 1.68 BC.LS 5 m
FDAO1SEIEWS-T1 24 17.0-28.0 25.30 .70 29.40 2.500 100 2.40 BCLS 5 @
FOEO15E24WT-T1 24 17.0~26.0 ID.60 2.40 3.0 1.000 T4 3.36 BCLS 5 @
® For "One Ball & One Sleeve’, "Long Life’, or "Skeeve” bearing versions, Specifications are subject to change without notice
change the "8 in the model number to "C *L or *5° respectivedy,
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