FDa015-82

SOBLTRON

Label

Housing/Blade: Thermoplastic PET, UL 94V-0
Insulation Resistonce:; 10M L2, SOCVDC min between bare wire and frame
Dielectric Strength: SmA max. SO0VAC/min between bare wire and frame
Operation Temperature: - 20°C-70°ClHumidity 15%-50%RH]
Storage Temperature: -40°C-85TlHumidity 15%-90%RHI
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FOBO15812W1-82 12 6.0-13.8 30.00 1.80 25.00 2,000 100 1.20 BLS R ()]
FO:E015812W3-82 12 6.0=13.8 3750 270 31.70 2.500 190 2.28 B.L5 PUX @
FOBOT581 2W5-82 12 6.0-13.8 43.10 4.00 35.60 3,000 260 32 BL.S RULX @
FOE015812W7T-82 * 12 G.0~=13.8 4550 5.00 40,50 3,300 &30 5.4 B.L.5 PULX @
FOBOTSB29W1-82 4 120~376 3000 1.80 2500 2,000 108 240 B.L.S FLLX ()]
FDB015624W3-82 4 120~276 3840 .80 3o 1,500 120 288 BL.5 PUX D
FO:E0158.24W5-82 L] 24 120276 43,10 4,00 3560 3,000 150 3.60 B.LS PUX I:i-}
FOBOTSBIAWT-82 = 4 120~376  47.50 5.00 40.50 3,300 160 6.24 B.LS P @
& For "Long Life” or “5leeve” bearing vertians, change the "B” in the madel number Specifications are subject to change without notice
£o "L" or *5° respectively.
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