Housing/Blade: Thermoplostic PBT, UL @4V-0

Insulation Resistance: 108 53 S00VDC/ min between bare wire and frame
Dielectric Strength: SmA max. SOUVAL /min between bare wire and frame
Operation Temperature: - 10C-70CiHumidity 35%-853%RHI

Storage Temperature: -40°C-70"ClHumidity 35%-85LRH|

Lead Wire: UL Type =24 AWG DC AXIAL FAN

Weight: 75 g
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FDBOZSBIIWI-61 12 G.0-134 810 1.80 T 2000 104 1,20 B5 P UL Y m
FDBO2Z5SE1 IWS-61 12 60-138 33.80 2.0 .60 2500 160 1.92 B.S Pl LK, Y IE}'
FDBO25612W7-61 12 6.0~13.8 41.60 3130 3250 3000 230 2.76 BS RN LLE Y G}
FDEOZSEIIWS-61 & 12 6.0-138 56.80 6.30 4240 4000 390 4.68 B,5 P.MLLEY @)
FDEO2SB2AWI-61 24 12.0-27.6 B0 1.90 22,70 2000 BO 1.92 B.S P LY o
FDBOD25B24WS5-61 24 12.0=27.16 33.%0 120 1760 2500 100 2.40 B.5 P LLE,Y [EI
FDBEO2SB2AWT 61 & 24 120-276 4160 1.0 1250 3000 140 1,36 B,S EMULY (@
® For *Slepye” bearing version, change the "B° in the madel member to 57 Specilications are subject 1o change without notice
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