Housing/Blade: Thermoplastic PBT, UL 94V-0

Insulation Resistance: 10M 2. S500VDC/min between bare wire and frame
Dielectric Strength: SmA mox, SOCVAC!min between bare wire and frame

Operation Temperature: - 10°C-70°ClHumidity 35%-85%RH]
Storage Temperature: -40°C-80°ClHumidity 35%-B5ERH|
Lead Wire: UL Type 24 AWG

Weight: 76 g
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DC AXIAL FAN
B80x80x25mm

FOA025805W3-62 H 3.5-5.7% 20,50 1,90 070 2,000 190 0495 B,5 P 1
FO025805WS-52 5 3.5=5.75 24.70 2.60 27.60 2,500 250 1.25 B.5 P 2
FOH025805WT-62 5 1.5-5.75 10,60 4,20 19,60 3,000 44 2.05 B.5 P 3
FOE025812W3-62 12 6.0-131E 2030 1,90 30,70 2,000 BO 0,96 B.5 P 1
FOMO025812W5-62 12 6.0=13.B 2470 2,60 27.60 2,500 1o 1.32 B4 P 2
FOE025812WT-62 12 6.0-13.8 D60 4,40 29,60 3,000 170 204 B35 P 3
FOHE025824W3-62 24 12.0=27.6 20.30 1.90 20.70 2,000 0 1.68 B.5 P 1
FOE025824W5-62 24 12.0-27.6 24,70 2,60 27,60 2,500 a0 218 B,5 P 2
FOA025824WT-62 24 12.0=27.6 10,60 4,40 19,60 3,000 AL 1.64 B.5 P 3
FOB025848W3-62 48 24.0-~55.2 315.90 580 1B40 4,000 130 6.24 B4 P 4
FOE025848W5-62 44 24.0~55.2 50,90 870 45,30 5,000 180 B.64 B35 P -]
FOE025848WT-62 48 24.0-55.2 60.50 10.50 4B.30 6,000 200 9.60 B P -]

» [For “Long Life®, “Sleeve” Bearing Version, change "B°in the model number to °L5 5"
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