Housing/Blade: Thermeoplastic PBET, UL S4V-0

Insulation Resistance: 10M L2 500VDC/min between bare wire and frame
Dielectric Strength: 5SmA max SO0OVAC/min between bare wire and frame
Operation Temperature: - 10°C-70°CliHumidity 35%-85%RH)

Storage Temperature: -40°C-70°ClHumidity 35%-85%RH)

Lead Wire: UL Type =285 AWG

Weight: 56.6 g
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FDEDIDBYIWI-T 12 10.8-13.2 2740 2.30 3160 2,500 130 1.56 BLLS P 1
FOE02081 2WS5-T1 il 10.8-13.2 3320 1.0 3690 3,000 iro .04 B.CLS M 2
FOEDI0BIIWT-T1 12 10.8=13.2 ig40 4.30 40,70 3,506 230 2.76 B.LLS Ll 3
FREDIDRIWI-T 4 17.0-28.0 2740 2,30 31,60 2,500 80 1.92 B.C.LS M 1
FDEDIDBZAWS-T1 24 17.0~28.0 32.20 320 36.90 3,000 H ] 240 BLLS BM 2
FOED20B24W -1 24 17.0-28.0 IB.40 430 40,70 3,500 130 iz B.C.LS PM 3

Far "One Ball & One Sheeve”, "Long Life "Skeeve” Bearing Venion, change "B in the
moded number to"CTL "8

Specifications are subject 1o change without notice
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