Housing/Blade: Thermoplostic PBT, UL 94V-0
Insulation Resistance: 10M 2 S00VDC/min between bare wire and frame
Dielectric Strength: SmA max SOUVAL 'min between bare wire and frame
Operation Temperature: - 10°C-70"ClHumidity 35%-85%RHI
S?Gruga Tampara'rura: -40°C-70°Clt lumidity 35%-83%RH)
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FDA225812W2-11 12 10.8=13.2 41.10 1.80 25.10 1.000 130 1.56 B.CLS 5 IEI
FD9225812W3-T1 12 10.8--13.2 47.20 .30 27.80 2,300 180 2.28 B.CLS 5 @
FDAO22581 2W4-11 12 10.8-13.2 5330 280 30.90 2,600 230 i B.CLS 5 {EI
FOa225824W2-71 . 24 17.0-28.0 41.10 1.80 2510 2,000 150 3.60 B.CLS 5 -{j_:l
FOO2258.24W3-71 ¥ 4 17.0~-28.0 47.20 2.30 27.80 2,300 180 4.3 B.CLS 5 L]
FO9225B24W4-71 = 24 17.0~280 5330 2.90 3090 2,600 0 5.24 B.CLS 5 %)

& For “One Ball & One Slesve”, “Long Lile”, or "Sleeve” bearing vertions, Specifications ane subject to change without natice
change the “8°in the model number to % "L 00 *5° respact ively.

» |fmodel deplors *=5 UL and TUY approvals can be implemented upon requeast
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