FiDri225-BY

EBBLTRON

Lubsl

Housing/Blade: Thermoplostic PBT. UL 94V-0

Insulation Resistance: 1OM 02 S00VDC imin betweesn bare wire and frame
Dielectric Strength: SmA max. S0OVAC/min between bare wire and frame
Operation Temperature: -20°C~70°ClHumidity 15%-20%RH|

Storage Temperature: -40°C-85CiHumidity 15%-90%RH
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FDS22581 2W3-83 - F 60-138 4910 2.50 28 60 2,100 L] 108 B.F.5 5 {B
FO22 2581 2W5-83 & 12 6.0-13.8 55.90 330 32.00 2,400 140 1.68 B.F.5 5 @
FOO225B12WH-83 = L F] 6.0=13.0 63.90 4.00 3600 2800 190 1.8 BF5 5 3
FD5225824W3-83 L] 4 12.0-27.6 4910 2.50 2860 £,100 50 1.2 B.F.5 5 m
FDo225824\W5-83 = 24 12.0=-27.6 55.90 330 3200 2,400 BD 1.92 B.F5 5 ]
FO9225B24W7-83 = 4 12.0~27.6 63.90 4.00 ELE 2,800 100 140 B.FS 5 3
# For “Fluid Lubricant” or "Sleeve” bearing versions, change the "8° in the maodel numbser Specifications ane subject to change withoul notics
o “F" or °5° respectively,
& |f moded depicts "« aufo restart protection function built in,
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