Housing/Blade: Thermoplastic PBT, UL 24V-0

Insulation Resistance: 10M L2 500V DC fmin between bare wire and frame
Dielectric Strength: SmA mox, SO0OVAC/ min between bare wire and frame
Operation Temperature: - |FC-707CHumidity 35%-B5%RH)

Storage Temperature: -40°C-70"ClHumidity 35%-85%RH]

eockle: % e TDANS DC AXIAL FAN

Weight: 165 g
92x92x38mm
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FOO238812W3-1 * 12 1048-132 4070 240 610 2,000 1o 132 B85 M 1
FDO238812W5-1 * 12 108-1%2 51.90 3,60 31.50 2,500 170 204 8.5 LA b
FOO238812W7-71 * 12 10.8=~13.2 G440 5.00 3r.zo 5000 254 3.00 B.5 (4] 3
FOOZ38B12WE-71 w42 10.8~13.2 79,60 .60 48,00 4,000 80 136 8,5 P 4
FO9238824W5-71 *E 24 17.0=28.0 57.90 4.20 1440 2,800 120 2.88 B.5 PM 2
FO9238824W7-71 w24 17.0--28.0 G460 .40 780 3,200 150 31.40 8.5 [ 3
FDO2I8824WD-71 & W 24 17.0-28.0 TR.60 6.60 48,00 4,000 190 4.56 85 M 4
FOO2IBB4BWS-71 & 48 38.0~55.2 5790 4,20 3440 2,800 a0 452 85 L F
FOG238B48W7-T1 w48 38.0-55.2 Gl G0 5.40 ir.8o0 3,200 1a 5.28 8.5 (4] 3
FOr9238B48W3-T1 & 48 380552 Ta.60 6,60 &8.00 4,000 14 672 B.5 M 4
® [For“Sleeve” Bearing Version, change “B° in the model number to*5” Specifications are subject 1o change without notice

» If model with *« . auto restart protection buily in: IFf model with ®« 5 the safety is pending.
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