VAREN

Temperature Compensation/Sensing KNR Series (Ring Type)

® Features

1. Washershape Leadless discs
2.-40~+125 °C operating temperaturerange
3. Suitable forclamp contact

® Recommended applications
1. Automotive electronic

® Dimensions

Ring ceramic

Silver

electrode

1.60+0.40

¢3.60+£0.40
(Unit: mm)
¢6.60+£0.50
® Part number code
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® Characteristics

Zero Tolerance B Tolerance Max. Thermal | Thermal | Operating
power of value of power rating | dissipation time temperature
Part no. resistance resistance (K) B value at 25T constant | constant range
at 25 (*%) (*%) (mW) (mWI/C) (Sec.) (C)
(KQ)
KNR6A401[]403* 0.4 4030
KNR6A701[]355* 0.7 3550
KNR6A102[ ]360* 1 3600
KNR6A222[]408* 2.2 4080
KNR6A232[ ]408* 2.3 4080
5-10-20 25/85 1-2-3 210 =3.5 =50 -40 ~ +125
KNR6A472[ ]445* 4.7 4450
KNR6A502[ ]445* 5 4450
KNR6A682[ ]450* 6.8 4500
KNR6A802[ ]450* 8 4500
KNR6A103[ ]450* 10 4500
Note 1:[ ] = Tolerance of resistance
Note 2: *= Tolerance of Bvalue
® R-T characteristic curve (representative)
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® Reliability test

Item Test conditions/methods Specifications
Te nght 125+5CX1000 HRS No visible damage
emperature
P £5C | ARR| =5%
Storage
The thermal shock conditions shown below shall be repeated 5 cycles
Step Temperature (C) Period (minutes)
Thermal 1 -40+5 30+3 No visible damage
Shock 2 Room temperature 5+3 | ARR | = 3%
3 125+5 30+3
4 Room temperature 5+3
. ) No visible damage
450
Life Test 25+57C,PmaxX1000 HRS | ARR | = 5%




