M6

PIC revay

FEATURES
Contact arrangement up ta 3PDT
FC terminal is available.
Can add "Push to test button” ar " indicatar lamps” .,
strong construction for vibration and shock H‘mﬁt
AL coils: B-240WAL S0M60Hz. DC coil: B-110%DC A
R |
SPECIFICATIONS
COIL RATING
RATED ColL RATED MUST OFERATE | MIUST DROPOLIT Pl A LI BOWER
WVIOLTAGE | RESISTANCE | CURRENT WOLTAGE YOLTAGE WOLTAGE
M,
() 0 +- 10 % &) % OF RATED WOLTAGE (At +20 °C) COMSUMPTION
b b 335
12 24 165
AL 24 85 g4 2.0 WA
120 2240 17.5
240 5110 8.75 a0 Max. 10 Min. 110 Max.
b 32 187
12 120 100
Do 24 472 a1 1.2
43 1500 26.7
110 10000 11
CHARACTERISTICS
Contact Arrangement =POT (1 Form &), DPDTEZ Form ©),  3PDT(3 Form )
Contact Materal ADCDO
Contact Resistance A0mS Max.

Contact Rating (Resistive Load)

13Amp 28VDCA240 AL

=witching Yaltage

1288 DIC2A0W AL May,

Operate Time

1ams Max.

Felease Time

10ms Max.

Inzulation Fesistance

100MES Min. { 5004 D)

Dielectric Strength

004 ACEOHZ/mIin.) Between apen contacts
1500% ACEOHZ/mIn.) Between coil and contact

shock Hesistance

20g Approx.

“ibration Resistance

1.8mm Double amplitude, 10-55Hz

Ambient Temperature

SA0°C to H35°C

Hurmidity 45 - 85% RH
. . Mechanical - 10"
0 tion Lif
peration L Electrical - 10°®
Weight 88g Approx.

[zpecifications are subject ta change without notices. |
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ORDERING INFORMATION

ME -2LT -DC12V

RATED WOLTAIGE

T WWITH TEST BUTTOM

L o WITH INDICATOR LAMP

1. 5P0T
CONTACT ARRAMGEMENT 5. 2ppT
3 3RP0T
RELAY MODEL
DIMEMNSIONS (UNIT: mm)
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