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FEATURES

Subminiature light weight relay
Frinting circuit terminal
Low coil power consumption

owitching capacity up to 124 with AGSMOZ contacts

Dust cover ar sealed type
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SPECIFICATIONS
COIL RATING
RATED CoIL RATED MUST OPERATE | MUST DROPOUT | MAXIMUM POVWER
VOLTAGE | RESISTANCE | CURRENT VOLTAGE WVOLTAGE VOLTAGE | CONSUMPTION
(v DCY | Q+/-10% (M) % OF RATED YOLTAGE (At +20 °C) (V)
3 25 120
5 700 70
B 100 B0
4 2240 40 75 Max, 10 lin, 130 Max. 0.36 Approx.
12 400 30
24 1600 15
45 5400 75
CHARACTERISTICS

Contact Arrangement

SPST(1Farm &), SPOT (1 Farm C

Contact Matenal

oilver Alloy

Contact Resistance

S0rmE2 Max.

Contact Rating (Resistive Load)

UL Rating

& 05 5AL5WDCHZENVAL

® 10 104 28VDCA28WAC

® 12128 28VDCN 258VAC or 10A 250WAC ar BA 27TVAC
& 15154 28VDCHZEVAL (N.O)

® 20 204 1BVDCAZ28YWAC 1/3HP 1265027 7WAC

TUV Rating
& 12 bA LINVALAEYDE

=witching Yaltage

Dz 1100 Max. AC 3800 Max.

Operate Time

< 10ms

Felease Time

< Oms

Insulation Fesistance

25005 Min. [ a00W D)

Dielectric Strength

1000% ACEOHzZ/min.) Between open contacts
1500% ACHEOHZ/min) Between coll and contact

Shock Resistance

10g Approx.

Yibration Resistance

1.5mm Double amplitude, 10-50Hz

Ambient Temperature

-40 °C to H35 °C

Humnidity 20 -85% RH
, _ =
Operation Life MECh?ﬂlﬂm 10 5
Electrical 107 (AL rated load)
Weight 109 Approx.

[=pecifications are subject to change without notices. |
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ORDERING INFORMATION

S11

C -S 10 DCI12VF

B CLAZS

| MIL
F

F CLASS (155°C)
RATED “OLTAGE

05---54
10---10A,

COMNTACT CAPACITY — 2124

[124 28%DCA28WALC] TUY Rating |
BA 250 AC2EDC

[10A 240%AC]
[ BA 277WALC]
15-154
20-204 16VDC/1 25WAC
NIL : DUST COVER
S - SEALED TYPE
A 1 FORM A
CONTACT ARRANGEMENT  — L o _o0" ©
C: 1FORMC

RELAY MODEL

(e STTC-510-DC12Y s a SPOT, fully sealed, 108mp and 12V0DC coil relay.)

DIMENSIONS (UNIT:mm)

190

15.5 Max_

lg—

- 1.2

aa

JE.OMo .

TERMIMAL
ARRAMGEMEM T

(BOTTOM SMEW)

!

MOUNTING HOLES

@1.3-5

1 FORM C

1FORM A

1FORMB





